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D D + 1 D + 2 D + 5 D + 10 Please consult

Your sales office will offer every assistance and consider any enquiry concerning delivery of larger quantities and different delivery dates

Leroy-Somer  -  Express Availability -  4904 en - 2023.09

AVAILABILITY TIMES EX WORKS (FRANCE), IN WORKING DAYS
Orders received, within the maximum quantity limit, by the factory on day D before 12:00 pm Central European Time, will have the following Availability.
For products with options, availability will be that of the longest lead-time item, i.e: the product or its options. 
If the order is received after 12:00 pm, 1 working day will be added to the stated lead time.
The maximum quantity is per line of order. Above this maximum quantity, please consult your Sales Office.

D D + 1 D + 2 D + 5 D + 10 D + 20 Please consult

FLSD - IFT IE3
Flameproof motors

Express Availability - Induction motors
2021/03/26 version

230 V Δ / 400 V Υ / 415 V Υ - 460 V Υ

230 V Δ / 400 V Υ / 415 V Υ - 460 V Υ

Ex db IIB T4 Ex db IIC T4 Ex db eb IIC T4 Ex db eb IIC T4
according to VIK

IE3
Rated  
power IM 1001 IM 3001 IM 3601 IM 1001 IM 3001 IM 3601 IM 1001 IM 3001 IM 3601 IM 1001 IM 3001 IM 3601

at 50 Hz (IM B3) (IM B5) (IM B14) (IM B3) (IM B5) (IM B14) (IM B3) (IM B5) (IM B14) (IM B3) (IM B5) (IM B14)

Pn Max
qty

Max
qty

Max
qty

Max
qty

Max
qty

Max
qty

Max
qty

Max
qty

Max
qty

Max
qty

Max
qty

Max
qtyType kW Code Code Code Code Code Code Code Code Code Code Code Code

FLSD 80L 0.75 5129132 1 5129133 1 5129134 1 5129135 1 5129136 1 5129137 1 5129138 1 5129139 1 5129140 1 5129141 1 5129142 1 5129143 1
FLSD 90SL 1.1 5129157 1 5129158 1 5129159 1 5129160 1 5129161 1 5129162 1 5129163 1 5129164 1 5129165 1 5128649 1 5128650 1 5129166 1
FLSD 90SL 1.5 5128666 1 5128667 1 5128668 1 5128669 1 5128670 1 5128671 1 5128672 1 5128673 1 5128674 1 5128675 1 5128676 1 5128677 1
FLSD 90LU 2.2 5128692 1 5128693 1 5128694 1 5128695 1 5128696 1 5128697 1 5128698 1 5128699 1 5128700 1 5128701 1 5128702 1 5128703 1
FLSD 100L 3 5128718 1 5128719 1 5128720 1 5128721 1 5128722 1 5128723 1 5128724 1 5128725 1 5128726 1 5128727 1 5128728 1 5128729 1
FLSD 112MG 4 5128744 1 5128745 1 5128746 1 5128747 1 5128748 1 5128749 1 5128756 1 5128757 1 5128758 1 5129177 1 5129178 1 5129179 1
FLSD 132SM 5.5 5128796 1 5128797 1 5128798 1 5128799 1 5128800 1 5128801 1 5128808 1 5128809 1 5128810 1 5128814 1 5128815 1 5128816 1
FLSD 132SM 7.5 5128848 1 5128849 1 5128850 1 5128851 1 5128852 1 5128853 1 5129187 1 5129188 1 5129189 1 5129193 1 5129194 1 5129195 1
FLSD 132M 9 5129223 1 5129224 1 5129225 1 5129226 1 5129227 1 5129228 1 5129235 1 5129236 1 5129237 1 5128914 1 5128915 1 5128916 1
FLSD 160MA 11 5128920 1 5128921 1 5128922 1 5128923 1 5128924 1 5128925 1 5128926 1 5128927 1
FLSD 160MB 15 5128928 1 5256766 1 5128929 1 5128930 1 5128931 1 5128932 1 5128933 1 5128934 1
FLSD 160L 18.5 5128935 1 5256851 1 5128936 1 5128937 1 5128938 1 5128939 1 5128940 1 5128941 1
FLSD 180M 22 5128942 1 5256852 1 5128943 1 5128944 1 5128945 1 5128946 1 5128947 1 5128948 1
FLSD 200LA 30 5128949 1 5256853 1 5128950 1 5128951 1 5128952 1 5128953 1 5128954 1 5128955 1
FLSD 200LB 37 5128956 1 5256854 1 5128957 1 5128958 1 5128959 1 5128960 1 5128961 1 5128962 1
FLSD 225MR 45 5128963 1 5256855 1 5128964 1 5128965 1 5128966 1 5128967 1 5128968 1 5128969 1
FLSD 250M 55 5128970 1 1 - - - - - -
FLSD 280S 75 5128971 1 1 - - - - - -
FLSD 280M 90 5128972 1 1 - - - - - -

In standard, motors equipped with PTC 150° C sensor for frame size 80 to 132, and with PTC 140° C sensor for frame size 160 to 280.

Ex db IIB T4 Ex db IIC T4 Ex db eb IIC T4 Ex db eb IIC T4
according to VIK

IE3
Rated  
power IM 1001 IM 3001 IM 3601 IM 1001 IM 3001 IM 3601 IM 1001 IM 3001 IM 3601 IM 1001 IM 3001 IM 3601

at 50 Hz (IM B3) (IM B5) (IM B14) (IM B3) (IM B5) (IM B14) (IM B3) (IM B5) (IM B14) (IM B3) (IM B5) (IM B14)
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qtyType kW Code Code Code Code Code Code Code Code Code Code Code Code

FLSD 90SL 0.75 5129144 1 5129145 1 5129146 1 5128629 1 5129147 1 5129148 1 5129149 1 5129150 1 5129151 1 5129152 1 5129153 1 5129154 1
FLSD 90SL 1.1 5129167 1 5129168 1 5129169 1 5129170 1 5129171 1 5128657 1 5128658 1 5128659 1 5128660 1 5128661 1 5128662 1 5128663 1
FLSD 90LU 1.5 5128678 1 5128679 1 5128680 1 5128681 1 5128682 1 5128683 1 5128684 1 5128685 1 5128686 1 5128687 1 5128688 1 5128689 1
FLSD 100LG 2.2 5128704 1 5128705 1 5128706 1 5128707 1 5128708 1 5128709 1 5128710 1 5128711 1 5128712 1 5128713 1 5128714 1 5128715 1
FLSD 100LG 3 5128730 1 5128731 1 5128732 1 5128733 1 5128734 1 5128735 1 5128736 1 5128737 1 5128738 1 5128739 1 5128740 1 5129172 1
FLSD 112MU 4 5129183 1 5129184 1 5150736 1 5150737 1 5129185 1 5150738 1 5128780 1 5128781 1 5128782 1 5128786 1 5128787 1 5128788 1
FLSD 132SM 5.5 5128820 1 5128821 1 5128822 1 5128823 1 5128824 1 5128825 1 5128832 1 5128833 1 5128834 1 5128838 1 5128839 1 5128840 1
FLSD 132MU 7.5 5129199 1 5129200 1 5129201 1 5129202 1 5129203 1 5129204 1 5129211 1 5129212 1 5129213 1 5129217 1 5129218 1 5129219 1
FLSD 160M 11 5147004 1 5147005 1 5147006 1 5147007 1 5147008 1 5147009 1 5147010 1 5147011 1
FLSD 160L 15 5147012 1 5256815 1 5147013 1 5147014 1 5147015 1 5147016 1 5147017 1 5147018 1
FLSD 180M 18.5 5147019 1 5256857 1 5147020 1 5147021 1 5147022 1 5147023 1 5147024 1 5147025 1
FLSD 180L 22 5147026 1 5246971 1 5147027 1 5147028 1 5147029 1 5147030 1 5147031 1 5147032 1
FLSD 200L 30 5147033 1 5256858 1 5147034 1 5147035 1 5147036 1 5147037 1 5147038 1 5147039 1
FLSD 225SK 37 5147040 1 5256859 1 5147041 1 5147042 1 5147043 1 5147044 1 5147045 1 5147046 1
FLSD 225MK 45 5147047 1 5256860 1 5147048 1 5147049 1 5147050 1 5147051 1 5147052 1 5147053 1
FLSD 250M 55 5147054 1 1 - - - - - -
FLSD 280S 75 5147055 1 1 - - - - - -
FLSD 280M 90 5147056 1 1 - - - - - -

In standard, motors equipped with PTC 150° C sensor for frame size 80 to 132, and with PTC 140° C sensor for frame size 160 to 280.

2 poles
3000 min -1

4 poles1500 min -1
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D D + 1 D + 2 D + 5 D + 10 Please consult

Your sales office will offer every assistance and consider any enquiry concerning delivery of larger quantities and different delivery dates

Leroy-Somer  -  Express Availability -  4904 en - 2023.09

AVAILABILITY TIMES EX WORKS (FRANCE), IN WORKING DAYS
Orders received, within the maximum quantity limit, by the factory on day D before 12:00 pm Central European Time, will have the following Availability.
For products with options, availability will be that of the longest lead-time item, i.e: the product or its options. 
If the order is received after 12:00 pm, 1 working day will be added to the stated lead time.
The maximum quantity is per line of order. Above this maximum quantity, please consult your Sales Office.

D D + 1 D + 2 D + 5 D + 10 D + 20 Please consult

FLSD - IFT IE3
Flameproof motors

Express Availability - Induction motors
2021/03/16 version

400 V Δ / 415 V Δ / 690 V Υ - 460 V Δ

400 V Δ / 415 V Δ / 690 V Υ - 460 V Δ

Ex db IIB T4 Ex db IIC T4 Ex db eb IIC T4 Ex db eb IIC T4
according to VIK

IE3
Rated  
power IM 1001 IM 3001 IM 3601 IM 1001 IM 3001 IM 3601 IM 1001 IM 3001 IM 3601 IM 1001 IM 3001 IM 3601

at 50 Hz (IM B3) (IM B5) (IM B14) (IM B3) (IM B5) (IM B14) (IM B3) (IM B5) (IM B14) (IM B3) (IM B5) (IM B14)
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qtyType kW Code Code Code Code Code Code Code Code Code Code Code Code

FLSD 112MG 4 5128750 1 5128751 1 5128752 1 5128753 1 5128754 1 5128755 1 5129174 1 5129175 1 5129176 1 5129180 1 5129181 1 5129182 1
FLSD 132SM 5.5 5128802 1 5128803 1 5128804 1 5128805 1 5128806 1 5128807 1 5128811 1 5128812 1 5128813 1 5128817 1 5128818 1 5128819 1
FLSD 132SM 7.5 5150735 1 5128855 1 5128856 1 5128857 1 5128858 1 5129186 1 5129190 1 5129191 1 5129192 1 5129196 1 5129197 1 5129198 1
FLSD 132M 9 5129229 1 5129230 1 5129231 1 5129232 1 5129233 1 5129234 1 5129238 1 5129239 1 5128913 1 5128917 1 5128918 1 5128919 1
FLSD 160MA 11 5128973 1 5128974 1 5128975 1 5128976 1 5128977 1 5128978 1 5128979 1 5128980 1
FLSD 160MB 15 5128981 1 5228228 1 5128982 1 5128983 1 5128984 1 5128985 1 5128986 1 5128987 1
FLSD 160L 18.5 5128988 1 5220628 1 5128989 1 5128990 1 5128991 1 5128992 1 5128993 1 5128994 1
FLSD 180M 22 5128995 1 5224469 1 5128996 1 5128997 1 5128998 1 5128999 1 5129000 1 5129240 1
FLSD 200LA 30 5129241 1 5223763 1 5129242 1 5129243 1 5129244 1 5129245 1 5129246 1 5129247 1
FLSD 200LB 37 5129248 1 5256861 1 5129249 1 5129250 1 5129251 1 5129252 1 5129253 1 5129254 1
FLSD 225MR 45 5129255 1 5256862 1 5129256 1 5129257 1 5129258 1 5129259 1 5129260 1 5129261 1
FLSD 250M 55 5129262 1 - - - - - - -
FLSD 280S 75 5129263 1 - - - - - - -
FLSD 280M 90 5129264 1 - - - - - - -

In standard, motors equipped with PTC 150° C sensor for frame size 80 to 132, and with PTC 140° C sensor for frame size 160 to 280.

Ex db IIB T4 Ex db IIC T4 Ex db eb IIC T4 Ex db eb IIC T4
according to VIK

IE3
Rated  
power IM 1001 IM 3001 IM 3601 IM 1001 IM 3001 IM 3601 IM 1001 IM 3001 IM 3601 IM 1001 IM 3001 IM 3601

at 50 Hz (IM B3) (IM B5) (IM B14) (IM B3) (IM B5) (IM B14) (IM B3) (IM B5) (IM B14) (IM B3) (IM B5) (IM B14)

Pn Max
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Max
qtyType kW Code Code Code Code Code Code Code Code Code Code Code Code

FLSD 112MU 4 5128774 1 5128775 1 5128776 1 5128777 1 5128778 1 5128779 1 5128783 1 5128784 1 5128785 1 5128789 1 5128790 1 5128791 1
FLSD 132SM 5.5 5128826 1 5128827 1 5128828 1 5128829 1 5128830 1 5128831 1 5128835 1 5128836 1 5128837 1 5128841 1 5128842 1 5128843 1
FLSD 132MU 7.5 5129205 1 5129206 1 5129207 1 5129208 1 5129209 1 5129210 1 5129214 1 5129215 1 5129216 1 5129220 1 5129221 1 5129222 1
FLSD 160M 11 5147057 1 5147058 1 5147059 1 5147060 1 5147061 1 5147062 1 5147063 1 5147064 1
FLSD 160L 15 5147065 1 5190836 1 5147066 1 5147067 1 5147068 1 5147069 1 5147070 1 5147071 1
FLSD 180M 18.5 5147072 1 5223910 1 5147073 1 5147074 1 5147075 1 5147076 1 5147077 1 5147078 1
FLSD 180L 22 5147079 1 5200105 1 5147080 1 5147081 1 5147082 1 5147083 1 5147084 1 5147085 1
FLSD 200L 30 5147086 1 5256863 1 5147087 1 5147088 1 5147089 1 5147090 1 5147091 1 5147092 1
FLSD 225SK 37 5147093 1 5165502 1 5147094 1 5147095 1 5147096 1 5147097 1 5147098 1 5147099 1
FLSD 225MK 45 5147100 1 5256865 1 5147101 1 5147102 1 5147103 1 5147104 1 5147105 1 5147106 1
FLSD 250M 55 5147107 1 - - - - - - -
FLSD 280S 75 5147108 1 - - - - - - -
FLSD 280M 90 5147109 1 - - - - - - -

In standard, motors equipped with PTC 150° C sensor for frame size 80 to 132, and with PTC 140° C sensor for frame size 160 to 280.

2 poles
3000 min -1

4 poles1500 min -1
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D D + 1 D + 2 D + 5 D + 10 Please consult

Your sales office will offer every assistance and consider any enquiry concerning delivery of larger quantities and different delivery dates

Leroy-Somer  -  Express Availability -  4904 en - 2023.09

AVAILABILITY TIMES EX WORKS (FRANCE), IN WORKING DAYS
Orders received, within the maximum quantity limit, by the factory on day D before 12:00 pm Central European Time, will have the following Availability.
For products with options, availability will be that of the longest lead-time item, i.e: the product or its options. 
If the order is received after 12:00 pm, 1 working day will be added to the stated lead time.
The maximum quantity is per line of order. Above this maximum quantity, please consult your Sales Office.

IE3
Corrosive 

atmosphere finish
(C4M + stainless 
plate + treated 

screw or 
stainless)

Drip
cover

(for IM V1)

Brass cable gland 
for armoured or 
not armoured 

cable

Space
heaters

DE roller bearing 
(for 4 pole & + 

motors)

DE and/or NDE 
insulated bearing

Aluminium
fan

PT100
in winding

Other painting 
color

(std color)

Type Code Code Code Code Code Code Code Code Code

FLSD 80

FLSD 90

FLSD 100

FLSD 112

FLSD 132

FLSD 160

FLSD 180

FLSD 200

FLSD 225

FLSD 250

FLSD 280

2 poles
3000 min -1

4 poles1500 min -1

FLSD - IFT IE3
Flameproof motors
OPTIONS

Express Availability - Induction motors
2021/03/16 version


